Model TOM9328
800 to 1300 MHz

Voltage Controlled Oscillator

Broad Tuning Range

Features

B Broad Tuning Range

B |ow Noise Bipolar Transistor

B Operating Case Temp. -55°Cto +85°C
B Environmental Screening Available

Specifications

CHARACTERISTIC TYPICAL MIN/MAX
Ta=+25°C Ta = -55°C to +85 °C _ _

Frequency 800 - 1300 MHz | 800 - 1300 MHz Maximum Ratings
Output Power (dBm) +13.0 +100  Min. Ambient Operating Temperature ........... -55°Cto+100°C
Power Flatness (dBm) +0.5 10  Max. Storage Temperature ..........cccccveeeenn, -62°Cto+125°C
Tuning Voltage Range (V] 1 15140 0.0 10 15.0 Case TempPerature .........cccovvvvvvieeeeiiciiieieeeeeceeee +125°C
Tuning Voltage DCVoage .....vvveeiiiciiiiieeccciiee e + 20 Volts
Sensitivity (MHz/V) >38.0 300 Min. Maximum DC Tuning Voltage ............ccocccovee.... + 20 Volts
Harmonics (dBc) 20 10 Max Minimum DC Tuning Voltage .............cc..ccooooeniie. 0 Volts
Spurious {_dBc) <80 =60 Max. Packaging Options (see Appendix)
Phase Noise 16 12 Max. TOM9328, 4 Pin TO-8 (T4)
@ 100 KHz (dBc/Hz) TON9328, 4 Pin Surface Mount (SM3)
Pushing (MHz/V) 2.0 40  Max. BX09328, Connectorized Housing (H1)
Pulling (MHz); 20 dB RL 6.0 12.0 Max.
Frequency Drift (MHz/°C) — 0.15 Max.
Power Vdec +15 +15

mA 220 25.0  Max.

NOTE: Care should always be taken to effectively ground the case of each unit.
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27 413 == e R S 0.00 701.67 0.00 +1297 -1168 - 8.92
°© L2 1.00 77116 69.49  +1324 -1430 -11.33
0o 2 4 6 8 10 12 1415 2.00 812.90 4174 +1340 -18.92 -13.13
Tuning Voltage (Volts) 3.00 846.02  33.12  +1342 -2451 -14.04
4.00 876.77 3075 +13.36 -3327 -1465
1800 5.00 909.26 3249 +1344 -3215 -1557
6.00 946.63  37.37 +1343 -24.80 -16.47
1600 7.00 988.75 4212 +1343 2085 -17.76
£ & 1400 — 8.00 103562  46.87 +1329 -19.11 -18.84
S < 1200 T 9.00 1086.36 5074 +1322 -18.74 -20.80
€= 1000 LT 10.00 1136.35 4999 +1322 -18.75 -2168
s T 11.00 118422  47.87 +1319 -18.82 -22.23
800 —— 12.00 122847 4425 +1324 1956 -23.06
600 13.00 126746 3899 +13.39 -2037 -23.85
0o 2 4 6 8 10 12 14715 14.00 130158 3412 +1447 -2069 -25.19
Tuning Voltage (Volts) 15.00 133158 30.00 +13.68 -21.03 -25.91
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