RESISTOR DC - 2.0 GHz apj S5~
FLANGED 150 WATTS technologles corp.

> INMET

MODELS: ANR870—150—XXXXX

SPECIFICATIONS:

Electrical:
Frequency Range DC-2.0 GHz Power Derating
Resistance 50 & 100 +5% Ohms (Standard) < 100
Power Handling* 150 Watts Average % !
Derated Linearly to 0 Watts @ +150°C g 75 1 ‘
Operating Temp. Range -55°C to +150°C 3 !
£ 50 -
q) I
Mechanical: 2 o5 | ‘
Substrate Aluminun Nitride o !
Resistor Material Proprietary Thin Film BN 0 |
Cover Alumina Ceramic ! ! ! !
Flange Nickel Plated Copper 25 50 75 100 125 150
Tab Gold Plated Beryllium Copper Flange Temp (°C)
*Mounting Surface Shall not Exceed 100°C Max.
l |
Model Number: ANR870-150-50R0J  Shown Tolerance: .XXX = +.010
.106
[2.69]
.003+.001 .
2X .125[3.18] 2X 120 [3.05] [0.076+0.025]
( MINIMUM ﬂ f
TR
[ A
\ ’I\ ’ \\
1 J Ty \
375 | | ® ( \
[9.53] 500 \ , /‘
i | ‘ ;
\\ |
.1875+.0100 \ B
[4.763£0.254] 560 2X 3.161 [24.09]
[14.22]
- .870[22.10] ——

062 [1.57]
! r

160 [4.06] | f
MAXIMUM

25 [6.35]

HOW TO ORDER
Model Number: ANR870-150-XXXXY

Ohm Value :\ 1 Tolerance

50R0 = 50 Ohms G=12%

1000 = 100 Ohms J=15%
(Other Values Available)

Note: Dimensions in Brackets are Expressed in Millimeters and are for Reference Only.
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